
DRAWER SYSTEM
Hana Cube

ENGINEERED IN KOREA



www.samsungirexindia.com

Versatile Solutions,
Tailored for Every Space.

Convenient and flexible
Each side extend height is designed 
with individual rear fixing bracket. 
Making it a simple decision on which 
solution to use, tailoring for every 
space.

Flexibility
Clean and sleek line
Slim and straight line profile drawer 
system optimizes storage space with 
precision, leaving no edges wasted.

Slim Profile

Distinctive drawer design
Infusing character and elegance, 
the horizontal lines add a touch of 
sophistication to any space.

Refined & Elegant



Proven Technology.

Smoother & Quieter 
Than Ever
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The cabinet profile's synchronise 
mechanism together with nests of 
low-friction roller bearings offer smooth 
and quiet sliding action.

The drawer runner system  is the foundation for reliable and customisable furniture 
designs. The roller bearing drawer runner system available in 35 kg and 60kg load 
ratings.

The Anti-tilt mechanism prevents the 
drawer from skewing during the pull out 
action.

The integrated soft-close mechanism 
ensures a perfect and non-abrupt close 
each time with its adaptive cushioning 
mechanism to drawer load.

The Channel with nests of roller 
bearings offer smoother and quieter 
sliding performance even with heavy 
load.



3 Dimensional Adjustment,
Flexible and Easily Acceessible

Tilt Adjustment Height & Side 
Adjustment

Hana Cube offers effortless adjustment options on three dimensions-
height, side and tilt - making it simple to customise and acess with ease.

Hana Cube can be installed efficiently 
with adjustment options for height and 
side. Experience seamless versatility and 
user-friendly functionality for perfect 
alignment in any space. 

Easily fine-tune the front panel angle with 
just a few straightforward steps.



HANACUBE J - 88 mm

HANACUBE D - 175 mm

HANACUBE H - 120 mm

ARTICLE CODE DESCRIPTION QTY. UNIT PU
1044000 Hana Cube J- 88 mm(Grey) 1 Set 4
1044001 Hana Cube H- 120 mm(Grey) 1 Set 4
1044002 Hana Cube D- 175 mm(Grey) 1 Set 4
1044005 Hana Cube S- 272 mm(Grey) 1 Set 4

HANACUBE S - 272 mm (88 mm + 184 mm)
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HANA CUBE



Hana Cube J  
In the Bedroom.  
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Features

• Concealed roller bearing runners for smooth, quiet 
performance.

• Full extension with synchronized control for easy access.
• 88mm high steel drawer sides for added durability.
• Available in 35kg load capacities.
• Designed for quick and hassle-free installation.
• Offers flexible 3D front adjustments – height, side, and tilt.
• Built-in Sylent cushioning system for soft and silent closing.
• Includes an integrated lateral stabilizer for enhanced drawer 

balance and movement.

HANA CUBE
HANACUBE J - 88 mm

Space Requirement 

Cabinet Profile Screw Positions

Installation Parameters

Cutting Dimensions 
for 16mm chipboard



Hana Cube H  
In the Kitchen.  
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Features

• Concealed roller bearing runners for smooth and silent 
operation.

• Full-extension design with synchronized movement for better 
accessibility.

• Robust 120 mm high steel drawer sides for added strength.
• Supports load capacities of 35 kg.
• 3D front adjustment optiod tilt for perfect alignment.
• Integrated Sylent cushioning system ensures soft and quiet 

closing.
• Built-in lateral stabilizer for enhanced drawer stability and 

smooth glide.

HANA CUBE
HANACUBE H - 120 mm 

Space Requirement 

Cabinet Profile Screw Positions

Installation Parameters

Cutting Dimensions 
for 16mm chipboard



Hana Cube D  
In the Lobby.  
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Features

• Concealed roller bearing runners ensure smooth and silent 
performance.

• Full extension with synchronized control for maximum 
accessibility.

• Durable 175mm high steel drawer sides for increased storage 
depth.

• Load capacity options of 35kg to suit varying needs.
• Quick and efficient assembly mechanism.

HANA CUBE
HANACUBE D - 175 mm

Space Requirement 

Cabinet Profile Screw Positions

Installation Parameters

Cutting Dimensions 
for 16mm chipboard



Hana Cube S  
In the Kitchen with storage capacity of 60Kgs. 
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Features

• Concealed roller bearing runners ensure smooth and silent 
operation.

• Full extension with synchronized control for complete drawer 
access.

• Sturdy 272mm high steel drawer sides for maximum storage 
capacity.

• Load capacity available in 60kg.
• Quick and easy assembly process.
• 3D front adjustment options for height, side, and tilt.
• Integrated Sylent cushioning system for soft and silent closing.

HANA CUBE
HANACUBE S - 272 mm (88 mm + 184 mm)

Space Requirement 

Cabinet Profile Screw Positions

Installation Parameters

Cutting Dimensions 
for 16mm chipboard





 
 
 

One of the 

Leading Manufacturers of 
Premium Furniture Fitting Hardware 

with 45+ years of legacy.



India Experience Centers

Amritsar | Bangalore | Chennai | Delhi | Deoria | Faridabad | 
Gurugram | Guwahati | Hyderabad | Karur | Kathua | Katni | 

Lucknow | Noida | Patiala | Raipur | Ranchi

Connect With Us

KNOW MORE

India HQ 
F-02, Unit 11 & 12, 
Emaar - The Palm Square 
Golf Course Extn. Road 
Gurugram, Haryana

Global HQ 
Samsung Precision Ind. Co. Ltd. 
Incheon, Seoul, South Korea 167, 
Bongsu-daero, Seo-gu 
Incheon-Seoul, South Korea

VISIT US
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